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PK's Loop Antennas ABN 76 271 051 082 
HD Series Matched Loop Antenna for AM Receivers 
CODE: C-LOOP-HDNUVO-F ( -BNC Option ) 

 
Description 

This is a high performance Commercial Grade Outdoor AM&FM Antenna designed specifically for use 

with the NuVo T2-FAM Dual AM/FM Rackmount Tuner. It is only for Metropolitan use, in good signal 

areas and will provide both AM & FM Reception. Note that the AM reception pattern is typical of a 

Magnetic Loop Antenna, with reception off the edges of the loop and NULLs looking through the ring of 

the loop,  whilst FM Reception is Omnidirectional. 

 

Installation and Configuration 

Cable length Correct operation this Loop Antenna requires that the cable type and length used must be 

known. 

 Use RG-6Quad 75 Ohm Coax for a maximum length of 15metres ! 

 

Optional Cable - a pre-fitted 15m RG-6Quad cable with F-Male Connectors is an available option. 

 

Connection  Connect the Coax F-Male connector to loop and also to the NuVo Tuner, be sure to disable 

the Antenna Power in the NuVo configuration Menu, ie set option to “Forced Off” 

Mounting This is an outdoor Antenna; its ideal height is 1-2metres when used above steel deck or 

concrete roofs. It should be placed vertically and pole mounted using a U-Bolt, so that it can 

be rotated for strongest reception. The Loops’ direction to the station is edge-on. (Broadside 

is the receive NULL) 

 Note:- If there is an interfering station, null it out with the broadside of the Loop. 

 

Settings This Antenna is pre-configured, no adjustment should be necessary! 

 Optimum or "Matched Loop" settings are determined by physical cable length used during 

installation. Configuration for the cable run length and best setting for the receiver is by 

adjustment of the internal DIP switches under the lid on the Antenna base. Only one 

SWITCH from 1, 2,3,4,5 should be ON at a time, the rest should be OFF. Factory default 

is SWITCH 3 = ON ( for 10m of RG-58 or 15m of RG-59 / RG-6 ) 
 Once correct operation is confirmed, replace the Lid, ensuring a weatherproof seal. 
  

Cable Type RG-58 ( 50 Ohm ) 10-15m 5 – 10m 5m 3m 

 RG-59 / RG-6 ( 75 Ohm ) 15 – 30m 10 - 20m 5m N/A 

 Switch 1     

 Switch 2 Whole Band Favours >1200KHz   

Default > Switch 3 Whole Band Whole Band Whole Band Whole Band 

 Switch 4  Favours <1200KHz  Favours Low End 

 Switch 5     

 Switch 6 Not Used Not Used Not Used Not Used 
 

Troubleshooting  At locations where reception suffers from cross-modulation or image problems because of 

nearby and strong transmitters, if possible use a cable length of 10 metres and select the best switch 

setting, referring to the table above. i.e. SWITCH 2 ON or SWITCH 3 ON. Coiling up excess cable 

has no effect on the performance of the antenna. In this model of antenna Switch 6 has no function 
and should be disregarded. 


